CERTIFICATE

I, Nicholas M. Hillmer, do hereby
certify that this document and the
data contained herein was prepared
by me or under my direct supervision
and that | am a duly Licensed Land
Surveyor under the laws of the State
of Wisconsin.

Dated this 23rd day of May, 2013

o

Nicholas M. Hillmer, P.L.S. 2909
Anderson Engineering of Minnesotaq, LLC.

History of corner established since Original Government Survey

CERTIFIED LAND CORNER No.
122003340000]

In 1940 Keith H. Bennett remonumented this corner with a angle iron stake

while completing a section corner restoration and remonumentation project

for Jackson County which covered all of this township and several others. In \

January of 1978 Ray Hurlburt replaced Bennett’s angle iron with a 30 inch .\‘-"_?, 3 g

Berntsen cast aluminum monument and refurbished the 2 1/2 inch brass ‘*'U' "y
~
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witness monument 33 feet to the west with a sign and post 1 foot west. VLT .' s

b = LIMEF
Description of evidence found b i; 8. "'oou "{/ A 3

On January 25th, 2013, Anderson Engineering of Minnesota located the
Berntsen monument in the center of Apollo Road down 0.2 feet. ,

Description of corner and witness monuments, references and accessories used to perpetuate the original or re—established location of this corner:

Witnesses to corner location:

Nick Hillmer
Josh Oslund
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All distances are shown in U.S. Survey Feet.

Ties are to 60D nails set in trees.

Bearings are for tie reference purposes only.

Corner I1.LD. NE 3
TI9N R _3 W
Town of New Lyme
Monroe County, WI.

Coordinates were derived from RTK GNSS procedures.
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Show info such as: History of corner, with. reference to Vol. _ l___.i_ I -i_
and pg., dates, surveyor; exact description of -menument
replaced; if location computed, by taped ar EDM traverse; LOCATION
landowner remarks, etc. (Use reverse side if necessary) (Indicated by X')

Keith H. Bennett remonumented this corner in =

a section corner restoration and remonumentatio
project for Jackson County which covered all of
this township and several others. “The work in
this township was completed in 1940 and the Field
Notes were recorded in 4 x 8% inch maroon covered
books, one for each township, which are present
filed in the County Clerk's office. Bennett wa
in consultation with David A. Blencoe, County

Surveyor at that time, &and studied all availab11

o«

records while doing this work.

Bennett states that he re-established this
corner and set angle iron stake and shale stone
for monuments.

County Surveyor David A. Blencoe in County
Survey Record No. 1743 states that he used
Bennett's corner here.. —

We found Bennett's angle iron stake in pate: Jan. F/, /9278 ;

DATA SHOWN HERE ON
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Registerpd/ Land Surveyor

(€ont. on reverse side)
TIE SKETCH

Show at least four ties, also fence lines, roads, topo, size
and type of witness trees’ and if off road - best way to
arrive at corner.
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road and replaced it 1In exactly the same location with

a 30 inch Berntsen cast aluminum monument, down about

1 inch. The witness pipe 33 ft. West had been bent over,
probably by -snow plowing equipment. We removed and
straightened it and reset it, flush, 33 ft. W of corner
at right- angles to the section line North, and set 7 ft.
galvenized channel steel post with sign, up about 4% ft.,
1 ft. West. o '
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