MONROE COUNTY HIGHWAY DEPARTMENT
803 WASHINGTON STREET
SPARTA, WISCONSIN 54656

(608) 269 - 8740

PROPOSAL AND SPECIFICATIONS

2026 BITUMINOUS SURFACE TREATMENT

MAY 2026



STATE OF WISCONSIN
COUNTY OF MONROE

PROPOSAL FOR
2026 BITUMINOUS SURFACE TREATMENT

PROPOSAL OF

(NAME)

(ADDRESS)

to furnish and deliver all materials, services and/or equipment and perform all
necessary work in accordance with the Standard and Special Provisions herein
and as on file in the offices of the Monroe County Highway Department.

To the Monroe County Highway Department -

Pursuant to advertisement of the Monroe County Highway Department inviting
proposals for the delivery of materials, services and equipment herein specified,
and in accordance with the Standard and Special Provisions pertaining thereto,
and as on file in the offices of the Monroe County Highway Department;

I (We) hereby certify that I (we) am (are) the only person(s) interested in this
proposal as principal, that this proposal is made and submitted without fraud
or collusion with any person, firm or corporation whatsoever; and

I (We) hereby certify that I (we) have examined the provisions herein and have
carefully examined the location of the proposed project. Having made such
examination, I (we) hereby propose to furnish at our own cost and expense all
labor, skill, expertise, tools, materials, equipment and incidentals necessary to
perform and fully complete the work in accordance with the provisions herein
and as directed by the Highway Department, for the price(s) stated herein.

I (We) further propose to execute the form of contract, along with such other
articles as herein noted, within ten (10) days of receipt of a Notice of Award.
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PROJECT OWNER
Monroe County Highway Department (hereinafter “County”).

Invoices for Schedules B & C shall be sent directly to the Town of Wilton at 19398
Juneau Road, Wilton, WI 54670, townofwiltonclerk@gmail.com, (608) 435 - 6161.

PROJECT DESCRIPTION

The proposal shall include all costs to furnish and construct Bituminous Surface
Treatments at selected locations in Monroe County, Wisconsin in accordance with
these provisions and the specifications attached to or referenced herein.

The proposal shall include all costs to furnish, supply and deliver all materials,
supplies, equipment and incidentals necessary to timely, completely and
professionally install, place and finish the improvements specified herein.

The project will also include restoration of Interior Road in the Town of Wilton
between County Trunk Highway (CTH) A and the Wilton & Tomah town line,
1.03 miles in length. Interior Road was used as an unofficial haul route for a
bridge replacement project on Interior Road in the Town of Tomah and suffered
resultant distress. Restoration will include pulverization and relaying of the
existing surface, base correction (removal and replacement of unsuitable
materials), finish grading (preparation of foundation) and BST. The Town may
elect to place additional aggregate surfacing on the roadway prior to finish
grading and surfacing. The BST will be constructed in two applications, one in
2026 and one in 2027 following any base corrections identified at that time.

PROJECT LOCATION
Attention is directed to Attachment A, Project Location.

STANDARD SPECIFICATIONS

All work performed under this contract shall be in conformance with the
Wisconsin Department of Transportation Standard Specifications for Highway
and Structure Construction, 2025 Edition (Standard Specifications). In the
event of conflict between the Standard Specifications and the Standard and
Special Provisions herein, the Standard and Special Provisions shall apply.

SPECIAL PROVISIONS

Attention is directed to the Special Provisions for each Bid Item. Where there is
a conflict between the standard and special provisions, the special provisions
shall apply. Requests for clarification shall be directed, in writing, to the
County; said clarification shall become part of the contract documents.
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INDEPENDENT CONTRACTOR

The Contractor is and shall act as an independent contractor and shall be solely
responsible for paying all applicable taxes including, without limitation, all federal,
state and local taxes, social security, workers and unemployment compensation
taxes, and any other taxes and license fees. The County will not withhold any
taxes, FICA, or other amounts from its payments to the Contractor. Additionally,
as an independent contractor the Contractor and its employees shall not be
eligible to receive any benefits that the County may offer its regular employees.

The Contractor shall have complete responsibility for its employees and shall
provide all training, supervision, Personal Protective Equipment, tools, materials,
supplies and equipment necessary for the successful completion of the work.

PREQUALIFICATION OF BIDDERS

Bidders shall be experienced in and prequalified by the Wisconsin Department
of Transportation for the type and amount of work included in this contract.

CONTACT
Monroe County Highway Commissioner at (608) 269 - 8739.
Questions and requests for clarification should be submitted via e-mail to

david.ohnstad@co.monroe.wi.us. All questions and responses will be posted on
the Monroe County Highway Department web-page at www.co.monroe.wi.us.

PURPOSE AND INTENT OF DOCUMENTS

It is the purpose and intent of this notice that all proposals offered shall
include any and all labor, materials, tools, equipment, skill and services
necessary or required to produce the finished results shown in the plans or
described herein, and to make the facility complete and ready for occupancy.

The Contractor shall be knowledgeable of and experienced in the project design
and specifications, and shall provide all identified or referenced materials, services,
labor, skill and equipment, and shall complete the project in accordance with
the letter, spirit and intent of the design, specifications and these provisions.

ADDENDA AND INTERPRETATION

Oral interpretation of the plans, specifications or other contract documents
shall not be binding. Requests for interpretation shall be submitted in writing
and addressed to the Monroe County Highway Commissioner. Such request
must be received at least three (3) days prior to the date fixed for opening bids.

All interpretations and any supplemental instructions shall be in the form of
written addenda which, if issued, will be sent by electronic mail to all prospective
bidders not later than two (2) days prior to the date fixed for opening of bids.

All Addenda so issued shall become part of the contract documents.
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INSURANCE & LICENSE

The Contractor shall provide to the County, a Certificate of Liability Insurance,
in the minimum amount of $1,000.000.00, naming Monroe County as the
insured, prior to commencing work on the project, and shall maintain such
coverage throughout the term of the contract and completion of the project.

LABOR AND WORKMANSHIP

All contractors and sub-contractors engaged in this work shall conform to and
abide by the laws of the State of Wisconsin and any amending or supplementing
acts, and to all other applicable laws, ordinances and legal requirements.

All employees of said contractors and sub-contractors shall be fully insured,
trained, equipped, licensed and certified as may be required by the Wisconsin
Department of Safety and Professional Services, the Wisconsin Department of
Workforce Development, the United States Department of Labor, Occupational
Safety and Health Administration, and any other applicable regulatory agency.

All labor shall be performed in the best and most workmanlike manner by
craftsmen skilled in their respective trades. The standards of work required
shall be of such level as will realize results of the first class only. Any work
showing lack of competence and/or first class craftsmanship will be rejected.

LIEN WAIVER

Upon completion of the project, approval by the County, and before final payment
is made, the Contractor shall submit to the County a Settlement Certification
Form demonstrating that all claims against the Project have been satisfied.

PROTECTION OF STRUCTURES

The Contractor shall protect all existing structures (buildings, landscaping,
signs, etc.) from damage during construction activity. The Contractor shall be
responsible for repairing or replacing any damage to any property of the state.

MATERIALS

All materials used in the construction of the project shall be new, un-used and
of the highest quality. The source, country of origin and quality or grade
designation of all materials shall be provided by the Contractor. All materials
shall be inspected for conformance with approved specifications. If deemed
necessary by the County, samples will be obtained and submitted to a
materials laboratory selected by the County and tested to verify compliance.

The Contractor shall submit to the County, prior to any request for payment,
current product certifications for all materials used in constructing the project.

SPECIAL PROVISIONS
The following Special Provisions shall supersede any conflicting provisions of
the Standard Specifications and are incorporated herein as part of the Contract.

PAGE 4 OF 19



MOBILIZATION

A) Attention is directed to §619 of the Standard Specifications.
B) Unit of measure and payment: lump sum.

TRAFFIC CONTROL

A) Attention is directed to §643 of the Standard Specifications.

B) The Contractor shall be responsible for all traffic control on the project.

C) The Contractor shall ensure that all traffic control installations and all
traffic control devices are consistently in compliance with the most recent
edition of the Manual on Uniform Traffic Control Devices (MUTCD).

D) The County may provide and deploy portable electronic message boards,
as determined by the County, to provide advance notification of the work.

E) A Traffic Control Plan for each highway included in the project shall be
developed by the Contractor, submitted for approval by the County, and
shall be implemented prior to the start of any work under the contract.

F) The Contractor shall be responsible for ensuring the effectiveness of the
plan, monitoring performance and implementing change as necessary.

G) Two-way vehicular traffic shall be maintained through the-construction
area at all times with flaggers stationed at each end of the work area.

H) The Contractor shall designate a trained and experienced Traffic Control
Supervisor (TCS) (certification preferred) who shall be- empowered to
establish and amend traffic control as necessary to efficiently and safely
prosecute the work. The TCS shall be on-site and available at all times
and shall have full control over all traffic control personnel and activity.

I) All flaggers and other traffic control personnel on the project shall be
fully trained, experienced and certified (Flagger Certification Card).

J) All traffic control, including flaggers, signs and other devices identified in
the approved Traffic Control Plan shall be in place prior to occupying any
part of the highway and shall remain until all work has been completed.

K) Work Zone signs and other appropriate devices shall be placed on all
intersecting roads to prevent unauthorized entry into the work area.

L) All Contractor vehicles, equipment, facilities, materials and supplies
shall be staged or stored off of the travelled lanes of the highway.

M) For highways with Average Daily Traffic (ADT) less than 3500 the use of
pilot cars to guide traffic through the work area shall be optional. For
highways with ADT of 3500 or greater the use of pilot cars shall be required.

N) The Contractor shall coordinate, in advance and during construction, traffic
control at and through railroad crossings with the owner of the crossing.

O) The speed limit through the work zone will be posted at 25 miles-per-hour.

P) The speed limit on the treated highway shall be posted at 25 miles-per-hour
until loose aggregate has been swept and the fog seal applied and cured.

Q) All traffic control labor, materials and equipment necessary to complete
the work shall be included in the Contract Unit Price for Traffic Control.

R) Unit of Measure and Payment: lump sum.
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PULVERIZE & RELAY
The work shall consist of mechanical pulverization of the existing pavement,
relaying, grading and compacting the pulverized material as directed.

A) Attention is directed to §325 of the Standard Specifications.

B) Unit of Measure and Payment: square yard constructed and accepted.

BASE CORRECTION

The work shall consist of excavating and removing unsuitable base materials

as directed and providing, placing and compacting 1%” crushed base aggregate.
A) Attention is directed to §205 and §209 of the Standard Specifications.
B) Unit of Measure and Payment: cubic yard constructed and accepted.

BASE AGGREGATE

The work shall consist of providing, placing, grading, shaping and compacting
%,” Base Aggregate in advance of finish grading, as directed in the field.

A) Attention is directed to §305 of the Standard Specifications.

B) Unit of Measure and Payment: ton as constructed and accepted.

FINISH GRADING

The work shall consist of grading, shaping and compacting base materials.
A) Attention is directed to §211 of the Standard Specifications.
B) Unit of Measure and Payment: lump sum.

BITUMINOUS SURFACE TREATMENT

The work shall consist of the construction of a single course Bituminous Surface
Treatment (Chip Seal), as indicated in the schedule found in Attachment A.
A) Attention is directed to §475 of the Standard Specifications.
B) Asphaltic Materials
1. Attention is directed to §455 of the Standard Specifications.
2. CRS-2P cationic polymer-modified asphalt emulsion shall be provided
for the chip seal application and shall conform to AASHTO M316.
3. CSS-1H cationic asphalt emulsion shall be provided for the fog seal
application and shall conform to AASHTO M208.
4. The Contractor shall provide certification that the asphalt materials
and aggregates proposed for the BST application are compatible.
5. The Contractor shall provide manufacturer’s certification that asphalt
materials meet the design standards and shall specify the dilution ratio.
6. Unit of Measure and Payment: gallons applied and accepted.
C) Cover Aggregates
1. Attention is directed to §460 and §475 of the Standard Specifications.
2. Aggregates provided shall meet the specification in Table 1 below.
3. Aggregates provided shall have maximum loss of 35% when tested
with the LA Abrasion procedure as defined by AASHTO T96.
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Aggregates provided shall be dense, hard, durable, clean rock free from
deleterious material, uniform in quality with 100% fractured faces.
The Contractor shall provide certification of gradation and abrasion
resistance at least two weeks prior to commencing work on the project.
Aggregates shall be damp at the time of application. Watering of the
stockpiles may be necessary to achieve proper aggregate adhesion.

a. Costs associated with watering of stockpiles shall be considered

incidental and shall be included in the Contract Unit Prices.

Aggregates shall be spread evenly across the full lane with no gaps,
excess material or spillage, and shall cover all emulsions applied at a
depth that will minimize bleeding of the emulsion through the rock.
Unit of Measure and Payment: ton applied and accepted.

TABLE 1
SIEVE SIZE % PASSING SIEVE SIZE % PASSING
1/2 INCH (12.5 MM) 100 #4 (4.75 MM) 10 - 30
3/8 INCH (9.5MM) 80- 100 | #8 (2.36 MM) 0-10
1/4 INCH (6.35 MM) 10-40 | #200 (0.75 MM) 9lal

D) Water

E) Potable water, compatible with other project materials, shall be used for
blending of emulsions and for pre-wetting aggregate stockpiles.

F) Unit of Measure and Payment: incidental.

G) Equipment
Equipment employed by the Contractor shall not leak motor oil, hydraulic
oil, fuel or any other fluid and shall be subject to approval by the County.

1.
2k

Attention is directed to §455.3.2.2 of the Standard Specifications. -
Distributors employed on the project shall be electronically calibrated
and adjustable to produce a uniform application (spray) pattern, and
shall be subject to an on-site calibration test. Distributors leaking
asphalt from any part while standing shall be removed from the site
until properly repaired. Distributors shall be equipped, when necessary,
with spray shields to protect adjacent structures or other property.
Aggregate Spreaders shall be mechanical, self-propelled and capable
of distributing aggregate uniformly to the specified width and at the
specified rate of application. On-site calibration test will be required.
Spreader shall be designed or adopted to minimize aggregate spills.
Self-propelled pneumatic-tire rollers, weighing between six (6) and nine
(9) tons, with offset tire patterns shall be used. A minimum of two (2)
rollers are required; the entire width of the treated area shall be covered
with one (1) pass of the rollers. All rollers employed on the project must
start and stop (including on vertical grades) without spinning tires.
Self-propelled mechanical brooms (sweepers) with positive vertical
pressure control shall be used to clean the highway prior to application
and after application to remove excess aggregates from surface.
Vacuum street sweepers shall be used to clean excess aggregate from
urban-section highways, and shall not have gutter brooms engaged.
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H) Project Design
1. The Contractor shall submit the following proposed design items to
the County at least two (2) weeks prior to beginning construction:

a.

b.

C.

d.
e.

f.

Proposed CRS-2P application rate (gallons per square yard)

i. Quantity estimate based on 0.40 gallons per square yard
Proposed aggregate application rate (pounds per square yard)

i Quantity estimate based on 25 pounds per square yard
Proposed CSS-1H application rate (gallons per square yard)

i Quantity estimate based on 0.10 gallons per square yard
Source(s) of aggregate and asphalt emulsions.
Aggregate gradation and abrasion resistance test results
Asphalt emulsion manufacturers specification and certification.

2. The Contractor shall note any exceptions to the specifications on the
proposal form. Alternate designs may be submitted for considerati
I) Preparation
1) Clean (mechanical and manual broom) suface of all dirt and debris.
2) All transverse joints shall be constructed using building paper.

a.

b.

Project termini, and intermediate starts and stops (applications
and joining applications) shall start and end on the paper.
Paper shall be removed and properly disposed of each day.

3) All utility manholes, valves and grates shall be papered.

4) All survey monuments and markers shall be protected.

5) Concrete bridge deck ends and railroad crossings shall be papered.

6) Traffic Control, Haul Trucks, Aggregate Spreaders and Rollers shall be
in operating position before distribution of asphalt emulsion begins.

J) BST Construction
1. Apply BST the full width of existing surface unless otherwise directed.
2. Apply BST

P oo o

Not prior to May 1st or after August 31st.

Only during daylight hours.

Only when surface temperatures are above 60°F and rising.

The surface is dry (no standing water) and clean.

The weather forecast (NOAA) is clear of impending precipitation
that would compromise the BST application prior to curing.

3. Construct Test Strip

a.

b.

Place emulsion at the design rate of application on approximately
200 feet of roadway, then inspect to ensure that the design rate
is producing the desired result. Place aggregate at the design rate
of application and inspect to ensure proper embedment (wheel
paths). Adjust rates of application as necessary, then proceed.
Continue to monitor and adjust application rates as necessary.
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4. An open, clean meet line between applications (highway centerline), a
minimum of four (4) inches wide, shall be consistently maintained.
a. Loose aggregate spilled from a joining BST application must be
removed from the adjacent lane prior to application of emulsion.
b. Haul trucks shall be routed to minimize crossing the meet line.
c. Application of emulsion adjacent to treated area shall cover the
meet line without overlapping aggregate on the adjacent area.
5. Edges of the aggregate application shall be even and sharply defined.
6. Synchronize the emulsion and aggregate applications with the rolling
operation. Aggregates shall be applied and compacted before emulsion
begins to cure. Do not apply aggregates to emulsion that has broken.
7. Roll the surface immediately after placing the aggregate in overlapping
passes. The entire width of the application shall be covered in one pass
of the rollers. Continue rolling until the surface is smooth and uniform
in texture, making at least three (3) complete passes with the roller
8. In the event the tires of the spreader, haul trucks or rollers displace
aggregate, stop, clean the tires and repair the damaged surface.
9. Haul trucks, loaded or empty, shall not exceed 10 mph on fresh BST
applications and shall avoid sharp turns and abrupt starts and stops.
10. Rollers shall not exceed 5 mph and shall avoid abrupt starts and stops.
11. Damage to the BST from Contractors equipment or operation shall be
repaired to the County’s satisfaction before moving to the next location.
12. Damage to the BST including, but not limited to, aggregate loss, tire
marks, asphalt bleeding, skid marks, overlapping applications and bare
spots, and damage caused by faulty equipment, poor workmanship,
or uncontrolled traffic shall be repaired at the Contractor’s expense, to
the County’s satisfaction, before moving to the next location.
13. Unit of Measure and Payment: square yard applied and accepted.
K) Fog Seal
1. After the emulsion has cured (typically the day after application) and
after carefully sweeping loose aggregate from treated surface, apply a
fog seal over the entire surface. Traffic control shall remain in place
until the fog seal has cured and does not track when driven upon.

PRE-CONSTRUCTION CONFERENCE

An on-site Pre-Construction Conference shall be scheduled by the County prior
to issuing the Notice to Proceed. The Contractor and any lead personnel shall
attend and participate. The Traffic Control, Facility Access & Safety Plan shall
be reviewed and the Contractor shall submit a written progress schedule.
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SOURCE OF MATERIALS AND PAYMENT

The Contractor shall furnish all materials, supplies, equipment and incidentals,
and all labor and associated costs to completely supply, deliver, place, install
and construct the improvements, and shall assume all costs associated with
the supply, delivery and placement of these items. All costs associated with the
performance of all work shall be included in the contract unit prices.

UNIT COSTS & BASE BID

The project consists of furnishing all materials, supplies, equipment and
incidentals, and installation, placement and construction of concrete sidewalks,
plazas, curbs and gutters. All work shall be in completed in accordance with the
design and technical specifications provided and referenced herein, industry
best practice and all applicable federal, state and local laws and guidelines.

The Contractor shall state the complete Contract Unit Prices and Base Bid, to
include all elements of the work including furnishing, delivery and placement
of all materials, equipment and incidentals necessary to complete the work.

UNIT OF PAYMENT

Payment will be based upon total units (gallon, ton, square yard), for which unit
prices have been submitted herein, completed by the Contractor and approved by
the County, with partial units rounded to the nearest full unit. Upon calculation
of final quantity, Contractor shall deliver their standard invoice to the County.

Partial payments will not be processed.

NOTICE TO PROCEED

The Contractor shall commence work on the project within ten (10) days of receipt
of the Notice to Proceed, as issued by the Monroe County Highway Department.

COMPLETION OF WORK

All work on the project shall be complete, including all items noted during final
inspection, and approved by the County, within sixty (60) days. The project
area shall be cleared of all debris, temporary buildings, equipment and materials,
and the improvements complete and prepared for occupancy by that time.

In the event the Contractor fails to successfully complete the work as scheduled,
the County reserves the right to employ alternative methods and means to complete
the project, at the Contractors expense, or assess damages of $100.00 for each
day that work on the project remains incomplete beyond the scheduled deadline.

WARRANTY

The Contractor shall clearly state in the proposal the scope and extent of any
and all warranties and guarantees, including both materials and workmanship.
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PROPOSAL GUARANTEE
A Proposal Guarantee (Bid Bond) in the amount of five percent (5%) of the total bid
shall be included in the Contractors proposal, made payable to Monroe County.

PERFORMANCE GUARANTEE

The Contractor shall furnish a Performance Guarantee (Surety Bond) in the amount
of one-hundred percent (100%) of the Base Bid to protect the County against
any breach of contract. The bond shall be made payable to Monroe County.

FORFEITURE OF GUARANTEES

The Contractor agrees that any guarantees which are forfeited will be forfeited,
not as a penalty, but in liquidation of damages sustained by Monroe County.

REJECTION & ACCEPTANCE OF BIDS

The County reserves the right to reject any or all bids or parts of bids, to waive any
irregularity, and to accept any bid deemed to be in the best interests of the County.

CONSTRUCTION SCHEDULE

Upon execution of an awarded contract, the Contractor shall submit a proposed
construction schedule to the County. The Contractor shall notify the County of
any substantial changes to the schedule during the course of the project.
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BIDDING INSTRUCTIONS

The Contractor shall state their proposal, in ink, on the attached forms including
Unit Prices, Total Price and any other pertinent information. Any exceptions to
the Contract Specifications shall be noted on the proposal. The proposal must
be signed, sealed and submitted in accordance with these instructions.

The proposal must be signed, in ink, in the space provided herein. If submitted
by an individual owner it shall be signed by that individual. If submitted by a
corporation it shall be signed by either the President or Vice President of the
corporation and either the Secretary or Treasurer and those signatures shall be
those of two different individuals. If submitted by an association, it shall be
signed by all owners of all equipment for which proposals are submitted. If
submitted by a partnership it shall be signed by all members of the partnership.

Monroe County reserves the right to reject any and all bids or parts of bids and
to waive informalities therein, and to award in the best interests of the County.

Proposals containing any alteration or erasure will be rejected, unless the alteration
or erasure is corrected as follows: an alteration or erasure shall be crossed out
and the correction printed in ink or typewritten adjacent to and initialed in ink
by the person(s) signing the proposal. Proposals made in pencil will be rejected.

THE PROPOSAL MUST BE SUBMITTED IN A SEALED ENVELOPE AND
DELIVERED TO THE MONROE COUNTY HIGHWAY DEPARTMENT, 803
WASHINGTON STREET, SPARTA, WISCONSIN 54656 BY

9:00 A.M., LocAL TIME, MONDAY, JUNE 08, 2026.

THE ENVELOPE MUST BE CLEARLY MARKED
2026 BITUMINOUS SURFACE TREATMENT.
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PROPOSAL FOR 2026 BITUMINOUS SURFACE TREATMENT

A) Receipt of Addenda

The undersigned hereby acknowledges receipt of:

Addendum # Dated
Addendum # Dated
Addendum # Dated
Signed

B) Execution of Proposal

This proposal dated the day of 2026.
Signed

Address , as an individual.
Signed

Address , as an individual

doing business under the name and style of

Signed

for , a partnership.
Name Address

Name Address

Name Address

Signed , for

A corporation, incorporated under the laws of the State of

Name of President

Name of Vice President

Name of Secretary

Name of Treasurer

Business Address
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ATTACHMENT #1

SCHEDULE A
HIGHWAY START END LENGTH | WIDTH AREA
(M1) (FT) | (¥YDS?)
CTH Q STH 21 CTH B 9.49 24 133,620
CTH M DUANE STREET CTH A 5.09 24 71,670
TOTAL - - - - 205,290
SCHEDULES B & C
HIGHWAY START END LENGTH | WIDTH | AREA
MI) | (FT) |(YDS?)
INTERIOR ROAD | CTH A TOWN LINE (2026) 1.03 16 9670
INTERIOR ROAD | CTH A TOWN LINE (2027) 1.03 16 9670
TOTAL - - - - 19,340

Highway length, width and area are for bidding purposes only.

Project quantities are estimated.

Payment shall be made for units actually constructed and accepted.

INVOICE FOR SCHEDULES B & C SHALL BE SENT DIRECTLY TO:

TowN OF WILTON

19398 JUNEAU ROAD

WiILTON, WISCONSIN 54670
townofwiltonclerk@gmail.com

(608) 435 - 6161
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INTERIOR ROAD, TOWN OF WILTON, 5438 FEET (1.03 MILES)
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